














Features

Information and Display Features

Feature

Description

@:Standard, O:Optional, <: Non-standard design required, —:Not applicable

Door Operating Features

®:Standard, O:Optional, —Not applicable
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Feature Description

Light Curtain Protection Light curtain protection with multiple light beam. AMS *1 o a
Doar Close Limit Switch on Start  When the car doors can not close completely, they will reverse and open. CLTS . .

7 When car doors are in open state, if there is no car call and landing call in forward direction and the landing call in reverse direction of
DUSe ook Hberaity this floor has been registered, the car doors will close and then immediately open again. AEr * *
Extended Door-open Button Press and hold this button can extend door-open time. DKO-TB = 5
Door Load Detect If the car doors cannot fully open or close due to overload, the doors will act in reverse direction. DLD L] .
Not Door Open Feature If car doors are blocked while opening, they will close immediately. DONG = -
Automatic Door-open Time Adiustment  Automatically adjust door-open time according to landing calls or car calls. DOT . .

When car doors encounter extra resistance while closing, the door system will automatically increase the torque.After the car has
uceke el e stopped at a station and the doors has opened, pressing Close button can make the doars to close immediately. oTC ® *
Expediting of Door Close By pressing the Door Close button, the Door Closing Operation is immediately activated, and thus the traffic efficiency is improved. EDC . .
Electronic Door Man It monitors passengers’ access to the car via infrared rays, and minimizes the DKO time. EDM @ @

- Safety edge with multi-beam. Provide double protection by multi-beam and safety edge. During door closing, when a passenger or
A R object is detected, the doors will open again. MBS *1 & &
Door Nudging Feature - with buzzer  If the door—open time exceeds the predetermined value, it will give alarm sound to alert the passenger and try to close the doors. NDG o o
Repeated Door-Close If car doors are blocked while closing, the elevator will repeat the closing action until the debris is removed. RDC . .
Reopen with Hall Button During door closing, when hall calling button in the same direction is pressed, the doors will reopen. ROHB . .

Note: *1 AMS, MBS must choose one. AMS must be used for glass car doors.

Group Control Features

Feature

Description

®:Standard, C:Optional, <: Non-standard design required, —:Not applicable

Voice Announce Device Voice announce device (Chinese) informs the passengers of related elevator information. AAN-S01 *1
\oice Announce Device Voice announce device (Chinese and English in turn) informs the passengers of related elevator information. AAN-S02 *1
Voice Announce Device Voice announce device (English) informs the passengers of related elevator information. AAN-S03* 1
mﬁm"? mar\;l fu: un chD 5_0: : Realize time—segmented voice announcement and arrival chime control to avoid noise interference to residents at night. AAN-T *2
Articulating Car Button When an instruction button in the car is pressed, a prompt tone will sound after receiving the response from the system. ACB
Car Arrival Chime (Car) The chime prompts the passengers the car has arrived at the destination floor. (The chime is installed on the car roof and floor) AECC
Car Arrival Chime (Hall) The chime prompts the passengers the car has arrived at the destination floor. (The chime is installed on the hall} AECH
Articulating Car Button When an instruction button in the car is pressed, a prompt tone will sound after receiving the response from the system. AHC
Immediate Pradiction Function \l::'rll'ltz:l :ifj;isrm? ;i%is;esrii ;::I:: ::l;:ﬁe?mimum car to respond is immediately selected and announced to the passengers via hall AlL
inmedkte Predkeion Sioodezst a;jaevzoﬁls;;nsgg;;ﬁgismrs a floor call, the most appropriate elevator will be selected for this call, and inform the passenger via ASL
Automatic Operation Signal Light (Hall) - The landing indicator displays the elevator is in automatic operation state. AUTL
Signal Interface Device Outputs basic operation state signal of the elevator via this device BA*3
Bypass Signal Light (Hall) The landing indicator displays the elevatoris in “Bypass operation” state. BPL *4
Direction Arrows in Car Indicates running direction with arrows in the car. DAC
Direction Arrows on Hall Indicates running direction with arrows on the hall. DAH
Door—Close Button Response Light The Door—Close button light illuminates at the same time when this button is pressed. DCR
Extended Door—Open Button Light When the Extended Door-Open button is pressed, the indicator light illuminates for certain period. DKOL *5
Door-Open Button Response Light The Door-Open button light illuminates at the same time when this button is pressed. DOL
Elevator Counter/Timer Record number of runs and running time of the elevator. ECT
Multimedia Display in Car Can provide audio/video or other information for the passengers (installed in the car). EMIDS-C
Operation panel mulimedia display It can provide passengers with audio and video information (installed in the operation panel). EMIDS-COP
Multimedia Display on Hall Can provide audio/video or other information for the passengers (installed on the hall). EMIDS-H
Exclusive Service Indication Display that the elevator is in exclusive service state. EXCL
Fireman’ s Emergency Operation The fireman’ s emergency operation is activated,the elevator runs to specified return floor, then the elevator outputs an in-place FE-CP*6
— Complete indicating signal.
Fire Emergency Return — Completed A CP signal is outputted after the FER running is completed. FER-CP *7
FE Operation Signal Lamp in Car When the elevator gets into FE operation status, the signal lamp in the car will indicate the status. FELC*8
L TR e e e
Flashing Hall Lantern Flashing lantern indicates arrival of car and its running direction. FHL
Inspection operation light The hall display shows that the elevator is in inspection state. HANDL
Energy-saving function for hall  The hall position indicator will display information with low brightness when there is no call, and with normal brightness when the call
position indicator button of the floor is activated, thus saving energy and extending service life. HIES
Interphone In emergency, persons in car, on car top, or in pit can use this device to communicate with persons in machine room or monitoring room. ITP*8
ITV Cable(analog) The cable used for video camera(analog) installed in the car for user to monitor the real image in the supervisory room. ITV=-A*10
ITV Cable(digital) The cable used for video camera(digital) installed in the car for user to monitor the real image in the supervisory room. ITV-D*11
ITV Cable(for SMOS) The cable used for video camera equipped with SMOS system. ITV-8*11
ggs:i?‘gmir;ﬁe"w Fcviac A CP signal is outputted after the operation by emergency power source is completed. OEPS-CP *12
Overload Indication in Car When the elevator is overloaded, the overload indicator lamp illuminates. OLHL
Pet Reminder The hall position indicator shows that a pet is in the car. PETL *13
Out-of-Service Indication Indicate the elevator is out of service on the hall. RESL
Second Car Prediction ::1 :11%15;:?::::;;2: able to service all passengers on a crowded floor, another hall lantern will flicker to indicate the second car TCP *14
Note:

*1 Only one of AAN-S01/S02/S03 can be selected at most.
*2 Optional only when one or more elevators are installed additionally

*3 Output signals are UP, DOWN, integrated fault, landing station code signals. The output signal terminals are in the control cabinet in the machine room. Output modes are dry contact and RS485 series

communication.

*4 Standard when ABP or BP is provided.
*5 Standard when DKO-TB is provided.

*6 Standard when FE is provided.

*7 Standard when FER is provided.

*8 Optional when FE is provided.

*9 The customer is responsible for the cables from the machine room to the monitoring room and their installation.

*10 Select ITV-A, ITV-D or ITV-S.

*11 Select ITV-A, ITV-D or ITV-S. Optional when SmartEye is provided.
*12 Optional when OEPS-SA is provided.

*13 Non-standard confirmation

*14 Optional when UPS, DPS or LTS is provided.

Bank Separation Operation Separate landing buttons into several groups and provide independent group control, and each group has its own hall calling button. BSO o o
Congested—Floor Service When temporary congestion occurs due to meeting or other events, the system will try its best to arrange cars to the congested floor. CFS o o
Closest Car Priority Service In respond to a hall call, priority is given to the car closet to the hall button pressed. CNPS = o
Destination-oriented After pressing the destination floor hut?on of the hall ADanAtroI box, thg system forecasts_he number of the elevator serving that floor. DOAS-S _ -
allocation system The system allocates elevators according to the destination floor to improve traffic efficiency.

Down Peak Service During the predetermined off—hour, elevators are continuously sent o the top floor to meet the needs of off-hour peak traffic congestion. DPS o o
Energy—Saving Operation With consideration of the traffic data and keeping elevator service at a predetermined level, when the level of elevator service becomes ESO-N — o
—Number of Car greater than the predetermined level, energy savings are attained through reducing the number of running cars.

Special Floor Forced Stop Cars passing a certain floor are forced to stop at this floor. FFS o o

’ 2 The crowded degree of the hall is monitored by the number identification device installed at the hall, and the elevator is allocated in
Hall congestion monitoring system e ang reasonably. e @ ¢
Intense Up Peak In response to up_ward traffic congestion from the main floor which occurs at a specific time, a bank of car cars are divided into two up _ %
groups to serve high zone and low zone floors.

Lunch Time Service Car assignment can be adjusted to favor canteen or restaurant floor to accommodate the high demand during lunch time. LTS o o
Main Floor Parking When there is no landing call or car call, the car returns to main floor and parks there. MFP - -
Strategic Overall Assignment For group control elevators, the cars park dispersedly at the main station and middle floor. OHS . .
Prevention of Simultaneous Running  This feature prevents simultaneous running within rapid running region of elevators installed in the same well to boost noise in the car. PRS o o
Peak Traffic Control To alleviate temporary peak traffic, heavy traffic floors (top floor or main floor) will be given priority service. PTC . .
S peciallCar Fribrky Sees gx;:pl—:gl\li;:g i: ﬁ_:igzgri?ase a;elslv;:ﬁlg ;;mt;l?: rtlsstr d(:ng;r :é:;z;vﬁa;:fsr;;ar, alternative terminal floor car) is assigned as higher scps _ -
Car Call Bution with Senvice Floor Indicator A particular car is given higher priority for service to a specified floor compared to the other floors without priority service. SFPS - o
Main Floor Changeover Operation  Main floor can be changed by pressing the Changeover switch. TFS o o
Light Load Car Priority Service ~ When the traffic is not crowded, allocation priority is given to vacant and lightly loaded cars (car with loads of less than 10%). UCPS - o
Up Peak Service E;:::g;ohf nlﬁ;?him uof?[:) h;:ari ::::12‘1@ up traffic from the main floor is specially heavy, elevators are continuously sent to the UPS o .
VIP Service VIP-S o o

Smart Functions

—:Not applicable

Feature

Intelligent robot interface  Provide a local data interface for robot riding. 1S-RB o ©
Intelligent robot Cloud : f - &

it Provide a Cloud data interface for robot riding. IS-RC <& <
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Basic Specifications

Specifications

Speed(m/s) 0.4 0.63 1.0 1.6 1.75
320 320 320
Corresponding specification of additionally installed
450 450 450
elevator/home elevator: 0.63m/s and 1m/s, 630kg and
550 550 550
Capacity(kg) below; other passenger elevators are applicable for all
630 630 630 630
specifications.
825 825 825
1050 1050 1050
Max Num. Stops 7 11 18 28 28
Range of standardtravel = 5 4 5 | 34-30 | 34-55 | 7.3-80 | 7.3-80
rise (m) *
Operation Mode 1C-2BC, 2C-SM21, 2~4C-ITS-21 Optional when the group control method is 2C~4C~ ITS-21
Control Mode VFJ-L
Roping 2:1

Traction Machine

PM synchronous traction machine

Support mode of

the traction machine

supported by guiderails

Machine room

top of hoistway (machine-room-less)

Door Opening Mode

Center opening

Two panel sliding

Door drive mode VVVF (PM door operator)
Beornenial 1D1G
oor Openin e
pening Typ 1D2G/2D2G

Dynamic Power

380V 50Hz 3 phases, 5 lines

Lighting Power

220V 50Hz Single—phase

CWT Position

Side

CWT Safety Gear

Not provided, Provided

Min. Landing Height

(mm)

2800

Concrete nosing will be provided by the customer;
HH=2100, HL=2200

2600

Steel nosing will be provided by the Seller.
HH=2100, HL=2200

Landing Display Range
(Standard)

—5~48, 1B, 2B, 3B, 4B, 5B, A, B, B1,B2,B3,B4,B5,B6,C, D, E,
G,G1,G2,G3,GF, H,K, L, L1,L2, L3, LB,LG, M, M1, M2, M3,
M4, M5, M6, MB, P, PO, P1, P2, P3, P4, P5, PB, PH, PL, PP, R,
R1,R2,R3, S, 51, 82, 53, 54, S5, T, UB, UG

Landing Display Range
(Non—-standard:

out of the above scope)

—5~48, 1B, 2B, 3B, 4B, 5B, A, B, B1,B2,B3, B4, B5,B6, C, D, E,
G, G1,G2,G3,GF, H,K, L, L1,L2,L3,LB, LG, M, M1, M2, M3,
M4, M5, M6, MB, P, PO, P1, P2, 15A,12.1, 12.2,22.1,22.2, 2A,
19A, 1A, 13F, 3F, F1, F2, 22A, RC, 4A, 15B, 13B, F, D1, D2, 1M,
2M, 3M, 3A, 5A, 12A, 12B, 13A, 23A, 16A, 16B, 17A

1. When wall-mounted hall position indicator (ZPIx—GB10
/ZPI1x—GB20) is used, D, K and T floors cannot be displayed.
2. When segment LCD is used, three—digit floor name
cannot be displayed (e.g. 12.1,12.2, 22.1, 22.2, 13F).

3. The display range of hall position indicator of one car can
only be included in Table A or Table B; if itis in both Table A
and Table B at the same time (some in Table A and some

in Table B), technical-confirmation is required.

Note: *If it exceeds the specifications listed in the sample, please contact Shanghai Mitsubishi Elevator Co., Ltd., and the details are subject to the contract signed by both parties.

Inquire by Scanning QR Code of ELeCivil

SMEC Layout
Scan the QR code to find more
LEHY-MRL-II civil engineering dimensions:

Scan the QR code to perform the following:
Search elevator > Search hoistway by elevator type

> Machine—-room > Select "LEHY-MRL-II" for elevator type
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Shanghai Mitsubishi Elevator Co., Ltd.

Address: No. 811 Jiangchuan Road. Minhang, Shanghai, China
Tel : +86-21-24083030/64303030

Fax: +86—-21-24083088

Post: 200245

Overseas Business
Tel : +86—-21-24083525
Fax: +86-21-24083514

“k SHANGHAI MITSUBISHI
ELEVATOR CO,, LTD.

fen)
Wwww.Smec-cn.com ¥y

Specifications subject to change without notice

Printed in Aug. 2024



